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ErP- die Idee dahinter

Presentation of J.M. Barroso to the European 
Council, 20-21 March 2014



Das europäische Ziel aus 2007:  20-20-20

Effizienzverbesserung
(im Vergl. zu 1990)

Erneuerbare Energien

20 %

20 %

10 %

20 %

Energieeffizienz gewinnt zunehmend an Bedeutung und mu ss durch EU-
(ErP) und nationale (EED) Gesetze umgesetzt werden.

Reduzierung der Treibhaus -
gasemissionen (CO2)

… bis zum Jahr 2020

20 % 20 %



Nicht nur Europa ist aktiv bei der CO 2 Reduktion ....



ErP Marktüberwachung und Konsequenzen

Sanktion: Verbot des „in Verkehr bringens“



Ziele der Ziele der ErPErP RichtlinieRichtlinie

Produktgruppen, die unter die ErP- und ELD Richtlini e fallen 

Alle energierelevanten Produkte werden zukünftig dur ch ErP Richtlinien 
reguliert, die Heizungsindustrie ist hiervon stark b etroffen.

– Verbesserung der Primärenergieeffizienz
und Definition von EU Mindestanforderungen

– Verbesserung der Umwelteigenschaften 
– Reduzierung von nationalen Handelshemmnissen 
– Standardisierung von Produkten in Europa



Struktur der Ecodesign- und Label Richtlinie

ErP / ELD 
LOT 1

Ecodesign Energy Labelling Methodology Ecodesign 
requirements

Energy Labelling
requirements

Methodology 
tests and calculation

Mindestanforderungen für CE Vergleich

ErP – Energy-related Products
Verordnung für  Ecodesign/ 
Emissionsmindestanforderungen

ELD – Energy Labelling Directive
Verordnung für die Kennzeichnung mit einem 
Label zur Angabe der Energieeffizienzklasse



Produkte LOS (LOT) 1 und 2

Hydraulische Wärmeerzeuger < 70 kW Warmwasserbereiter <  70 kW / 2000 l
Gas - Öl - Elektro Gas - Öl – Elektro - Solar

•Gas-
kessel

•Elektro-
kessel

•Ölkesse
l

•Mikro-KWK
Mini-KWK

•Gas-WP

•Elektro-
WP

•Gas-
Wasser-
heizer

•Elektro-

•Durchlauf-
erhizer

•Speicher
Gas / Elektro

•Elektro-
Brauchwasser

WP

•Warmwasser
Speicher

•Solar-
Wasser-
heizer



Festbrennstoffkessel bis 70 kW
die eine wasserbasierte Zentralheizung zum Zwecke der Raumheizung betreiben

Kombination von Festbrennstoffkessel bis 70 kW
mit Zusatzheizung, Regelung und Solaranlage

- Biomassekessel

Produkte LOS 15 – geplant

ScheitholzkesselHackgutkesselPelletkessel

- Kohle-/Kokskessel



Eta

ab 2015Heute

Etas – saisonaler Wirkungsgrad
die neue Bemessungsgrundlage

Etas

Jahreszeitbedingte
Raumheizungs-Energieeffizienz

bezogen auf Brennwertbezogen auf Heizwert

� Etas soll die Vielzahl heutiger Wirkungsgrade ersetzen



Etas* = etason - ΣF(i)

0,85 *eta1 + 0,15*eta4

eta1  [30%  Teillast-Wirkungsgrad]
eta4 [100% Volllast-Wirkungsgrad 80/60°C]

•
etason

Etas – saisonaler Wirkungsgrad
die neue Bemessungsgrundlage

•
Σ F(i)

Korrektur-
faktoren

- F1 Regler

- F2 elektrische Hilfenergie

- F3 Stillstandsverluste

- F4 Energieverbrauch der Pilotflamme

+F5 Elektrischer Wirkungsgrad von KWK

Etas
jahreszeitbedingte Raumheizungs-Energieeffizienz

*) Berechnung für fossile Wärmeerzeuger



Effizienzklassen je LOT – best in class

Etas LOT 1 LOT1 - NTWP LOT 15

A++ 125 150 125

A+ 98 123 98*)

A 90 115 90

B 82 107 82

C 75 100 75

D 36 61 36

E 34 59 34

F 30 55 30

G < 30 < 55 < 30

*) Geplant, noch nicht fix



Brine/water heat pumps
Water/water heat pumps

Gas Electric

Beispiel für die Klassifizierung von Gas bzw. Stromsyste men

Air/water heat pumps

A+++

A++

Condensing  boiler        

mCHP GHP

Air/water heat pumps

A+

A

B

C

D

Non 
condensing 
boiler 



LOT 1 Product labels for heating – overview

Boiler                 CHP                          Heat pumps   

Heating only

Boiler                 CHP                          Heat pumps   

Combi boiler    Combi heat pump

•6 different product labels for LOT 1 

Heating 
and DHW



LOT 1 – Combination heaters

Heating

Seasonal space 
heating efficiency 
scale 

DHW tapping 
profile

Rated heat output 
under climate 
conditions

Brand

Model identifier

scale 

Sound power 
level indoor and 
outdoor in dB “Off-peak” hours 

only” working ability

conditions

Heat pump combination heater



Space heater in seasonal space 
heating energy efficiency class 
changing from  A++ � G in 2015, to 
A+++ � D in 2019

LOT 1 – Space heaters: Reclassification of labels 20 15 

2015 2019

LOT 1 – Combination heaters: Reclassification of lab els 2015 ���� 2019

Combination heaters in seasonal
space heating energy efficiency class 
changing from A++ � G in 2015 to 
A+++ � D in 2019.

Water heating energy efficiency 
changing from  A � G in 2015 to

A+ � F, in 2019

2015 2019

•Space heater and combination heater labels redesign ed in 2019



LOT 2: Tapping profiles (D.H.W.) definition

Declared
load 
profile

Typical usage

3XS Small single basin at 35 °C

XXS Single basin at 35 °C

XS Electric shower

S
Shower and single 
basin at 35 °C

•16

basin at 35 °C

M Showers and sink at 55 °C

L Bath, shower and sink at 35 °C

XL Multiple baths and showers

XXL
Simultaneous baths 
and showers

2

3XS

0.3450.345

•25°C

2 4 5 6 10

XXS XS S M L

2.1002.100 2.1002.100 2.1002.100 5.8455.845 11.65511.655

•25°C •35°C •55°C

•55°C

Qref in kWh/d

(l/min)

•55°C

1610

XL

19.07019.070

•55°C

24.52324.523

XXL

•55°C

•Tapping profiles allow to compare different applian ces for D.H.W. output



LOT 2 – Water heaters

DHW tapping 
profile

DHW efficiency 
DHW energy 
efficiency class

Brand

Model identifier

DHW efficiency 
scale 

Sound power 
level in dB

“Off-peak” hours 
only” working ability

efficiency class

Annual electrical,
gas or  fuel 
consumption

Conventional water heater



LOT 2 – Water heaters

DHW tapping 
profile

DHW efficiency 
scale 

DHW energy 
efficiency class

Brand

Model identifier

scale 

Sound power 
level in dB

Annual electrical, 
gas or fuel 
consumption for 
the 3 EU zones

Solar water heater



LOT 2 – Water heaters: Reclassification of labels 20 15 ���� 2017

LOT 2 – Hot water storage tanks: Reclassification of labels  2015 ���� 2017

Water heaters  in water 
heating efficiency class 
changing from  A � G in 
2015, to A+ � F in 2017

2015 2017

LOT 2 – Hot water storage tanks: Reclassification of labels  2015 ���� 2017

Hot water storage tank 
in energy efficiency  class 
changing from  A � G in 
2015, to A+ � F in 2017

2015 2017

•Water heater labels redesigned in 2017



LOT 10: Label for reversible air conditioners (exce pt single / double duct)                 

Energy efficiency classes
(by climate zones)

Heating

I. suppliers name / trade mark

II. suppliers model identifier

Energy efficiency class

Cooling

Design capacity Seasonal efficiency

Sound power level
indoor / outdoor at
rated conditions

Design capacity 

Annual energy 
consumption

Seasonal efficiency

annual energy consumption 
(by climate zones)



01.01.2013
A to G

(Cooling and heating)

01.01.2015
A+ to F

(Cooling and heating)

01.01.2017
A++ to E

(Cooling and heating)

01.01.2019
A+++ to D

(Cooling and heating)

LOT 10: Reclassification of labels (except single /  double duct)                 

•Re-classification of LOT 10 labels, every other yea r until 2019



Systemlabel

Komponenten der Pakete

Produkte mit Energielabel

Temperatur 
Regler

Kaskadenkessel

mKWK Kombigerät
Kompaktgerät

Square

Solarspeicher

Zusatz-Heizgerät
Gas / Öl / Elektro

Ölkessel

Paketlabel

•Wärmepumpe

Gaskessel Zusatz (Hybrid) 
Wärmepumpe

Solarkollektoren



Kalkulation des Systemlabel

Storage
cylinder cylinder 

Condensing 
heating 
appliance 

Solar

Controller



product fiche 
boiler

package                     
product fiche

Verantwortung: InstallateurVerantwortung: Hersteller

any offer for a package 
must includes energy 

efficiency

* provided for boiler 

Verantwortung: Hersteller/Händler und Installateur

product fiche 
component

Package 
label

displaying the 
packages label

* provided for boiler 

and component



Das neue Energy-Label: Überall sichtbar und stets p räsent



Software-Unterstützung für den Installateur



VÖK Branchenfolder



Zeitplan

•Veröffentlichung der LOT 1+2 Labelling

•Verordnungen im Official Journal 6.9.2013 

•mit einer Übergangszeit von 2 Jahren

� Keine Übernahme in nationales Recht erforderlich!

� LOT 1:

•Kennzeichnungspflicht der

•Energielabel  

•ab 26.9.2015

•26.September 2015

� LOT 15 geplant:
•1.HJ 2016

•Beschluss

•EC

•Kennzeichnungspflicht der

•Energielabel  

•ab 2016

•Veröffentlichung

•Im OJ mit Übergangszeit 

•Von 2 Jahren



ErP Konsequenzen

Non condensing gas boiler          
with the exception of B1*)

Non condensing oil boiler ≤ 86 %ns

26.09.2015

High NO x gas boiler
(There is still the exception rule B1, but the NOx emission 
≤ 56 mg/kWh must be achieved) 26.09.2018

*) Exception rule: for open flue boilers (type B1) connected to a shared chimney in existing multi 
family houses  ≤ 10 kW system boiler, ≤ 30 kW combi boiler



Danke für Ihre Aufmerksamkeit!


